
ŠTĚPKOVAČ / CHIPPER LS 160 DWB 
Kód / Code LC-10003

Délka / Length   3485 mm (transport  3155 mm)

Šířka / Width  1590 mm

Výška / Height  2500 mm (transport 1920 mm)

Hmotnost / Weight 830 kg

Varianta / Variant Nájezdová brzda / Overrun Break

Výkon / Load  12 ÷ 16 m3 / h

Max. průměr / Max. diameter 160 mm

Počet nožů / Number of blades 2

Délka štěpky / Length of chips  5 ÷ 15 mm

MOTOR / ENGINE KOHLER KDW 1404 (STAGE V, EPA)

Výkon motoru / Power output 18,8 kW (25 HP) 

Palivo / Fuel NAFTA / DIESEL (B7)

Komunální technika   Environmental Machines
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LS 160 LS 160 DWBDWB
ŠTĚPKOVAČ
Wood Chipper

 LS 160 DWB je výkonný kompaktní 
štěpkovač dřevní hmoty pro maximální průměr 
vkládaného materiálu 160 mm. Je určen k likvidaci 
větví s listím i jehličím, kmenů, keřů, kůry a dalších 
nadzemních částí rostlin nebo k výrobě štěpky. 
Otočná horní stavba štěpkovače umožňuje přímý 
přístup ke vkládacímu žlabu z jakékoli strany. Pro 
tažení stále stačí řidičský průkaz skupiny B, ale s 
rozšířením B96 (nedělají se písemné testy).

 The chipper LS 160 DWB is a compact 
machine intended for disposal of wood waste, 
twigs, bark, branch-wood and other above-ground 
biomass, for chipping of redundant timber such as 
sticks, deals, pickets etc. and also for manufacture 
of chips from aforesaid materials. It can dispose all 
these materials with diameters up to 160 mm. For 
towing you need only a driver‘s license, group B, 
may be completed with B96 (no written tests).

830 kg
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Max. 160 mm
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